Clly of Resdisy, Ca\H38008002 Secwrtly Fencing\Design\CADD\Shest Fllss\Bid Pack 1 — Fence\H38008002.8P1.5-001.dwg

22, 2014 -

)

o
FRESNO

FRANKWOOD ‘ AVE

L \

>

<

8 REEDLEY MUNICIPAL
]

@

AIRPORT

[ J
REEDLEY

LOCATION MAP

Ccd

COMPANIES®

CONTRACT DRAWINGS
FOR THE CONSTRUCTION OF

CONSTRUCT PERIMETER FENCING
PHASE |

REEDLEY MUNICIPAL AIRPORT

CITY OF REEDLEY
REEDLEY, CALIFORNIA

FAA PROJECT: 3-06-0196-015
C&S PROJECT: H35.006.002

APRIL 2014

G-001

Copyright ©



{E EXISTING RUNWAY/TAXIWAY CENTERLINE (@) EXISTING ELECTRICAL DISCONNECT
E— % —_ EXISTING AIRPORT PROPERTY LINE (2] EXISTING TRANSFORMER
{:3} EXISTING DECIDUOUS TREE = EXISTING WIND CONE
416 EXISTING CONTOUR LINE =S EXISTING LIGHTED WIND CONE ®
COMPANIES
40 EXISTING FENCE LINE [ EMH EXISTING ELECTRICAL MANHOLE
)\ [l EXISTING PULLBOX .
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N EXISTING SURVEY CONTROL POINT
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MEANS AND METHODS, SHALL BE INCLUDED IN ITEM P-156 UNDER PAYMENT FOR T oc =
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CMPA - CORRUGATED ARCHED METAL PIPE MUTCD - MANUAL OF UNIFORM TRAFFIC SHDR. - SHOULDER G-002 GENERAL NOTES, SHEET LISTAND ABBREVIATIONS SI orawn B: ST
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\\(\\(\\<\\ N 6' MAXIMUM SPACING WITHOUT 2. INSPECT AND REPAIR FENCE AFTER EACH STORM EVENT AND REMOVE SEDIMENT WHEN NECESSARY.

WIRE SUPPORT FENCE
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9" (228mm) MAXIMUM RECOMMENDED STORAGE HEIGHT.

REMOVED SEDIMENT SHALL BE DEPOSITED TO AN AREA THAT WILL NOT CONTRIBUTE SEDIMENT
OFF-SITE AND CAN BE PERMANENTLY STABILIZED.
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6" AND FOLDED.

SECURED AIRPORT SIDE

UNSECURED LAND SIDE

EXISTING AIRPORT

SILT FENCE

/ EXISTING GRADE

a al| [—
—IT=
T 1T

| O |
NEW CHAIN
LINK FENCING \
3-6"
MAX. ‘
|
|
12" MAX. |
= A =
oo
NOTES:
A | " |
A= 1.

SILT FENCE SHALL BE PLACED ALONG
ENTIRE LENGTH OF NEW FENCE LINE
INSIDE THE EXISTING AIRPORT
PROPERTY LINE.

A3

SILT FENCE DETAIL (F)

A3 SILT FENCE LOCATION DETAIL

A4

NOT TO SCALE

NOT USED

NOT TO SCALE

Apr 22, 2014 — 5:02pm

CcS

COMPANIES”®

C&S Engineers, Inc.

8880 Cal Center Drive

Suite 400

Sacramento, California 95826
Phone: 916-364-1470

Fax: 916-361-6063
WWW.CSCOS.COm

CONSTRUCT PERIMETER FENCING
PHASE |
REEDLEY MUNICIPAL AIRPORT
CITY OF REEDLEY
REEDLEY, CALIFORNIA

MARK | DATE | DESCRIPTION

REVISIONS
PROJECT NO: H35006002
DATE: APRIL 2014
DRAWN BY:  STB
DESIGNED BY: BCS
CHECKED BY: JLM

CIVIL

[DEMOLITION, EROSION
AND SEDIMENT
CONTROL PLAN

CD-101

F:\Project\H35 — City of Reedley, Ca\H35006002 Security Fencing\Design\CADD\Sheet Files\Bid Pack 1 — Fence\H35006002_BP1_CD—101.dwg

NOT TO SCALE

Copyright ©


http://www.cscos.com/

FURNISH AND INSTALL 8' CHAIN LINK FENCING WITH
3-STRAND BARBED WIRE.
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AVENUE ON THE LANDSIDE OF THE FENCE. COM PAN I ES
@ TIE INTO EXISTING FENCING PER DETAIL A1 THIS SHEET.
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5| O- 0. 1T
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T — — — ] PRoJECT No: H35006002
— -~ —— X g DATE: APRIL 2014
— EXISTING AIRPORT EXISTING \ — 5] DRAWN BY:  STB
PROPERTY LINE FENCING TO - X 2| DESIGNED BY: BCS
REMAIN TT— | I
— END EXISTING FENCING — 8 CIVIL
\ BEGIN NEW §
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27
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SECURED AIRPORT SIDE UNSECURED LAND SIDE
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FENCING POSTS \i/

CLEAR, GRUB 03 NOT USED
15 TO PROPERTY LINE OTTO SCALE
CLEAR, GRUB AND GRADE FLAT
RED LETTERS
(2 1/2" HIGH)
3/8" RED BORDER —
WHITE BACKGROUND
26" [ )
RED BACKGROUND & ~
| =
‘ \ = -
| WHITE LETTERS ] RESTRICTED AREA ¢
EXISTING GRADE EXISTING GRADE (3" HIGH) —\\N}: \\'-KEEP OUT
S
N ,AUTHORIZED PERSONNEL
. - RED LETTERS __— 11 AND VEHICLES ONLY 5
e A e == == (2" HIGH) —F— | 3
TH. = | VIOLATORS WILL BE PROSECUTED -~
® Njp o
4 4 N s ) = >
-z
NOTES: 4 -, RED LETTERS :
1. WHEN EXISTING FENCING IS TO BE REMOVED, THE Lo (1 1/2" HIGH) 3
CONTRACTOR HAS THE OPTION TO KEEP THE = WHITE BACKGROUND .
EXISTING FENCING IN PLACE UNTIL THE NEW ?‘Qﬁ! 3/8" WHITE MARGIN
FENCING IS INSTALLED. IN ANY CASE, ALL B
BREACHES IN FENCING SHALL BE SECURED AT NOTE:
mg EH&SE;’?CH WORK DAY AS APPROVED BY SECURITY SIGNS SHALL BE INSTALLED ON THE NON-SECURE SIDE OF THE SECURITY FENCE WITH
: 24" RUSTPROOF ALUMINUM OR STEEL FENCE MOUNTING BRACKETS AND GALVANIZED NUTS AND

BOLTS. TOP OF SIGN SHALL BE 2' FROM TOP OF PROPOSED SECURITY FENCE. SIGNS SHALL BE
INSTALLED AT 200" INTERVALS AND 100' FROM FENCE CORNERS, AS DIRECTED BY ENGINEER AND
OWNER. ALL SIGNS SHALL CONFORM IN SIZE, APPEARANCE AND REFLECTORIZATION TO THE
REQUIREMENTS OF THE CALIFORNIA MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (MUTCD).
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TERMINAL POST \ SPACED AT 5"+ CHAIN LINK FABRIC 9
(2]
CHAIN LINK / %
FENCING POST -
| #9 GAUGETIE 3
BRACE PIPE, LOCATED L_| WIRE @ 14" §
AT MID-POINT OF
FABRIC HEIGHT / EXISTING FENCING 2] MARK [ DATE [ DESCRIPTION
\ TO BE REMOVE S
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7 L Sl PROJECT NO: H35006002
o — 3-6" S
m -
BRACE PIPE, TRUSS T LINE POST NEW CHAIN MAX. |_DATE: APRIL 2014
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) g 4 COPPER WIRE i . ol _ il ;
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ol @ . S ™ S #7 GAUGE COILED 4o 1.  WHEN PLANS CALL OUT THAT EXISTING FENCING 3
RRE GROUND ROD a TENSION WIRE A IS TO BE REMOVED, THEN THE CONTRACTOR HAS ks
. |z w PER F-162 ——| ca )\ ATTACHED WITH HOG B (= THE OPTION TO KEEP THE EXISTING FENCING IN "
- Zlp 2 " ; B go
—", SEE: \_ RINGS AT 18" MAX. =1 H:\H PLACE UNTIL THE NEW FENCING IS INSTALLED. IN £
- | == o
- ~ B o ) ) CLAMP GROUND WIRE — ANY CASE, ALL BREACHES IN FENCING SHALL BE 22
CONCRETE A 1/2" X 1/2" VINYL COATED 12 10 TO FENCE POST AND SECURED AT THE END OF EACH WORK DAY AS 5
| > B ow isnen || GROUND ROD 2. WHEN PLANS CALL OUT THAT EXISTING FENCING B
GRADE, MIN. #20 GAUGE IS TO REMAIN, THEN IT SHALL BE PROTECTED IN §}
GALVANIZED WIRE MESH PLACE. o8 CG 501
~ O -
CHAIN LINK FENCE DETAIL CLEARING AND GRADING DETAIL NOT USED 57
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